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Excav. Area
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Item Code 500-9999-Cu Yds.

CLASS "B" CONCRETE BASE OR PAVEMENT WIDENING

NO SCALE

COURSE

SURFACE

See plans for details of curb and gutter construction.

shall place base and paving as specified on the typical section.

In excavated areas greater than 5’-0" in width, the Contractor 

and Pavement Widening."

typical section. Payment will be made under "Class C Concret Base

be placed in lieu of the base and paving specified by the

gutter that are 5’-0" or less in width, Class "B" concrete shall

In excavated areas between the existing paving and new curb and 
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H
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165 LB/SY RECYCLED ASPH CONC 12.5 MM SUPERPAVE, TYPE II

GP 1 OR 2, INCL MATL & H LIME
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10" GR AGGR BASE 

0

P

POLYMER MODIFIED A/C, GP 2 ONLY, INCL BITUM MATL & H LIME

330 LB/SY RECYCLED ASPH CONC 12.5 MM SUPERPAVE, W/

P
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4. RESURFACE AND LEVEL EXISTING TRAVEL WAY WITH 330 LB/SY OF

  �" IN WIDTH.

3. APPLY POLYMER-MODIFIED RUBBER SEALANT IN JOINTS/CRACKS EXCEEDING

  FULL WIDTH, TYPE 2 USING 0.28 GAL/SY AC TACK COAT PRIMER.

  PAVEMENT REINFORCING FABRIC.  INSTALL PAVEMENT REINFORCING

2. OVERLAY THE LITHIUM TREATED CONCRETE PAVEMENT WITH WATERPROOFING

  30% LITHIUM NITRATE SOLUTION AT A RATE OF 0.04 GAL/SY.

1. CLEAN THE EXISTING CONCRETE PAVEMENT SURFACE AND APPLY A

CONCRETE PAVEMENT AT RAMPS A & B:

NOTE: USE THE FOLLOWING STEPS WHEN OVERLAYING THE EXISTING

CONCRETE HEADER CURB, 4 IN, TYPE 9 W/ DOWEL BARS

CONCRETE HEADER CURB, 6 IN, TYPE 7 W/ DOWEL BARS

VARIES (SEE GRADING PLAN)

Q

Q

WITH DOWEL BARS IN ACCORDANCE WITH GDOT STD. 9032B

ISLANDS SHALL BE RAISED 6-INCH INTEGRAL MEDIANS

NOTE: SEE PLANS FOR RAISED ISLAND LOCATIONS

FEDERAL COLOR CODE #30152
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